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BOSCHERT

LB 12/4 PN/4
LB 12/6 PN/6

Hydraulic notching machine

Tha LE 12/PN model permils notching
with a fixed angle of 907,

it guarantees clean cuts In all sheet
medal thicknesses and high repetitive
accurdcy of tha nolchas |1 s Also
[dedlly suited for cuts on one side.
Bacause of the special design of the
LB 12PN he Blades achisve @i exlra-
ardinarily high lite even when notching
apecial steal

Furthar characieristics of the LE 12/PN:

J Autarmatc culling gap adjustment

A Maintenance-Tree lubincation system
4 Integrated overload protection

J Extremely guiet (whispering maching)

TRI-GIDE*

The patented
[} Boschert 3 pont r
| ram guidance gives Ficture: LB 12/8 PME  { LB12/4 PN/ without hold downs )
the machines it's
famuous precision
and durability

Technical data P4 PMN/E
The genarously designed warking lable Culling capacily 4 mm mild ates| B rrm mild steel
offers an ideal support for small and 3 mm siainless 4 mm stainless
large sheet metal parts, Length of cut 220 x 220 mm (8% K BH")

Power supoly 5 KA,

Special Features : Length 1250 mm {49.2%)
Mowvable electrical foot pedal. adjust Width 900 mm {35.4")
ahle stroke, inlernal slop for shearng, Height 100 mim {43.5")
50 strokes/minute, single or continucus Width of table 00 mm {39.4%)
mode jog. brass scales for accurate Length of table e20 mm [(24.4%)
and easy selup, twa heavy duty stops Height of iable 900 mm [35.4%) CE
with 300mm{12%) shding bars and & Waight BB0 ky FO0 kg

plexiglas guard for easy viewing. ;
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