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1. Technical Specification 

Machine Model SMART3015 Pro-2000W 

Cutting Area (L×W) 
3000mm×1500mm with 

Exchanging table  

Laser Source Raycus Fiber & 2000W 

Transmission system Gantry double- drive structure 

CNC System FSCUT 2000 

Servo Motor Fuji（JAPAN） 

Laser Cutting Head Raytools (F125mm) 

Display 19” Industry LCD 

Max Moving Speed 120m/min, Acceleration is 1.2G 

Position Accuracy (X and Y axis) 0.02mm 

Reposition Accuracy (X and Y axis) 0.03mm 

Lubrication system Full-automatic 

Power Supply Requirement 380V 50/60Hz 55KVA 

Max loading (KG) 1000 KG 

Machine weight ≤5000 Kg 

Appearance size 11000mm×3080mm×2500mm 

Working environment 
Temp:0- 40℃ ,humidity:≤80%, 

No condensation 
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2. Machine configuration 

NO. Model Name Quantity Remarks 

1 
SMART3015 

Pro-2000W 

Fiber laser cutting machine 

(3000mm*1500mm) 
1 set HGTECH 

2 2000W Laser generator 1 set RAYCUS 

3 Water chiller 
Special water chiller for 

fiber laser generator 
1 set HANLI  2000W 

4 Laser head 
High accuracy professional 

fiber laser head 
1 set 

Swiss Brand 

Raytools Auto 

Focus BM111 

5 Control system FSCUT2000S 1 set FSCUT 2000 

6 Software CYPCUT 1 set CYPCUT 

7 Driving system High speed servo motor 4 sets 

Japan Fuji servo 

motor X axis 850w 

Y axis 1300w， Z 

axis 400w 

8 Reducer imported 3 sets Japan Shimpo 

9 
Electric 

components 
imported 1 set Schneider 

10 Guide rail imported 1 set ITALY  PEK 

11 Rack imported 1 set 
Taiwan T-WIN 

Grinding Rack 

12 Proportional valve imported 1 set Japan SMC 

13 
Electrical Control 

cabinet 

High configuration 

With air conditioner 
1 set Independent 
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3. Machine details  

 

 

Welding Machine Bed 

 High Rigidity 

 Stable and High Accuracy 

 Easy to reduce stress,20 years’ 

no deformation 

   

  

 

High accuracy  laser head: 
 Almost zero fault; 

 Anti-collision design; 

 height adjustment high sensitivity. 

 

 

 

FSCUT2000 control system 

 support three-grade perforate 

 support fly-cutting,leapfrog. 

 automatic focus adjustment, 

 
 

 

 

 

 

 

Servo and Motor:  

 JAPAN Fuji servo high speed srvo motor  

 Effectively decrease the speed of beam, 

make cutting and machine more stable to 

keep machine life long work. 

 ITALY  PEK rail/LEITESEN  Rack 
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 Japan SMC proportional valves   

 Frencn SchneiderElectron 

Components 

   

 

Machine tool precision: 

 Guide the installation process, the whole 

with a laser collimator calibration accuracy, 

make sure that the whole wide positioning 

accuracy to 0.05 mm; 

 The machine after the installation and use 

it to compensate the precision of laser 

interferometer. Ensure the accuracy of 

machine tool; 

The precision data collected by laser 

interferometer are recorded in the numerical 

control system for precision compensation in 

electrical debugging. 

Fiber Laser Source 2KW  

The laser source is Dedicated 

developed by HGTECH and Raycus 

together, HGTECH is the shareholder 

of Raycus, which provides users with 

powerful cutting capability and 

efficiency. 

  

 

 

 collecting dust by the machine internal 

plumbing system 

 Automatic Lubrication System for Rail We 

can set the adding oil’s frequency and 

quantity by adjusting the relevant 

parameters on computer, so it largely 

improve the machine’ s lifetime, save 

manpower. 

http://dict.youdao.com/w/eng/machine_tool_precision/#keyfrom=dict.phrase.wordgroup
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4.  Equipment Working Conditions and Buyer Assistance 

The Working Conditions: 

For long-term 24-hour stable operation of the laser cutting machine, it has following 

requirements in terms of water, electricity, gas, working environment, foundation.  

 

No. Item Name Requirements Remarks 

1 
Power 

Supply 

Laser source 10KVA 

The total installed 

capacity is not less than 

55 KVA. 

Chiller 7KVA 

Machine tool 20KVA 

Others 18KVA 

Power supply  
380V±5%, 

50/60Hz 

Instability of 

power 
Less than 2.5% 

Grounding / 

Earthing 
Less than 4Ohm 

2 Water Cooling water 

Deionized Water 

(conductivity 

<10μS/cm) 

The corrosion inhibitors 

are needed to add in the 

cooling water (user 

scope) 

3 
Compressed 

air 

Gas supply 

capacity 
1.2m3/min 

The air dryer and 

precision filters is 

required, This equipment 

is optional  

Supply gas 

pressure 
12kg/cm2 

Oil content <3ppm 

Fixed particle <0.01μm 

4 Gas Cutting gas 
N2>99.95% 

 
O2>99.95% 

5 
Working 

condition 

Temperature 5-40℃ 
Laser source in AC room 

(user scope)  

Humidity Less than 70%  

Foundation 

There should be 

no vibration 

source nearby 

If there is vibration 

source on site or nearby, 

the user is required to dig 

an anti-vibration trench 

around the foundation 
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5. Equipment warranty period:  

The whole machine warranty is One Year. Laser source Two Years.  

Please note: Fiber Cable, Optical Lens, consumables and accessories are not covered 

under warranty. The warranty starts from the date of qualified acceptance at the user’s 

plant, and in any event no later than 90 days from the date of intimation of readiness of 

machine by the Seller. 

6. Cutting Samples 

 

 


